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SURFACE-MOUNTING METAL ROTARY SWITCHES - IP65

CONTROL VERSION
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1 SURFACE-MOUNTING METAL ROTARY SWITCHES CONTROL VERSION WITH BLACK KNOB - IP65
Code No. 

of poles

Pack. 

Carton.

RATED CURRENT (A): 16

GW 70 531 l 2 1  

GW 70 532 l 3 1  

GW 70 533 l 4 1  

RATED CURRENT (A): 32

GW 70 534 l 2 1  

GW 70 535 l 3 1  

GW 70 536 l 4 1  

RATED CURRENT (A): 40

GW 70 537 l 2 1  

GW 70 538 l 3 1  

GW 70 539 l 4 1  

RATED CURRENT (A): 63

GW 70 540 l 3 1  

GW 70 541 l 4 1  

RATED CURRENT (A): 80

GW 70 542 l 3 1  

GW 70 543 l 4 1  

RATED CURRENT (A): 100

GW 70 544 l 3 1  

GW 70 545 l 4 1  

RATED CURRENT (A): 125

GW 70 546 l 3 1  

GW 70 547 l 4 1  

RATED CURRENT (A): 160

GW 70 548 l 3 1  

GW 70 549 l 4 1  

CHARACTERISTICS: boxes in aluminium painted RAL 7037

EMERGENCY VERSIONS
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1 SURFACE MOUNTING METAL ROTARY SWITCHES EMERGENCY VERSION WITH YELLOW/RED KNOB - IP65
Code No. 

of poles

Pack. 

Carton.

RATED CURRENT (A): 16

GW 70 561 l 2 1  

GW 70 562 l 3 1  

GW 70 563 l 4 1  

RATED CURRENT (A): 32

GW 70 564 l 2 1  

GW 70 565 l 3 1  

GW 70 566 l 4 1  

RATED CURRENT (A): 40

GW 70 567 l 2 1  

GW 70 568 l 3 1  

GW 70 569 l 4 1  

RATED CURRENT (A): 63

GW 70 570 l 3 1  

GW 70 571 l 4 1  

RATED CURRENT (A): 80

GW 70 572 l 3 1  

GW 70 573 l 4 1  

RATED CURRENT (A): 100

GW 70 574 l 3 1  

GW 70 575 l 4 1  

RATED CURRENT (A): 125

GW 70 576 l 3 1  

GW 70 577 l 4 1  

RATED CURRENT (A): 160

GW 70 578 l 3 1  

GW 70 579 l 4 1  

CHARACTERISTICS: boxes in aluminium painted RAL 7037
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j=May 2010 k=June 2010 l=September 2010


