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WEATHER PROOF ISOLATORS

Weather Proof Isolator is a unique design made of High grade Polycarbonate.lts internal components are made
of copper. The Weather proof Isolators are widely used for Indoor and Outdoor requirments as well as in split
unit Air Conditioners.

MODEL DESCRIPTION
-
IP65 Weather Proof Isolator, 20A 2Pole W/P, Relite
IP65 Weather Proof Isolator, 20A 3Pole W/P, Relite
W i _
Ia IP65 Weather Proof Isolator, 35A 2Pole W/P, Relite
\/“‘ IP65 Weather Proof Isolator, 35A 3Pole W/P, Relite
= IP65 Weather Proof Isolator, 35A 4Pole W/P, Relite
s ™= P65 Weather Proof Isolator, 63A 2Pole W/P, Relite
P65 Weather Proof Isolator, 63A 4Pole W/P, Relite
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TECHNICAL PARAMETERS:
Insulation voltage (50Hz] 440 440 440 440 L4 440 440 440 440
Working Voltage [50H2z) 440 440 440 440 440 440 440 440 440
Power frequency [KV) Vo[tage 1.5 15 2.5 1.5 15 2:5 1.5 1.5 2.5
Rated irregular load (A) 20 35 63 20 35 63 20 35 63
Number of poles 2P 2P 2P JP 3P 3P 4LP 4P 4P
: _ MIN 29 23 2.9 25 2.0 23 2.9 2D 2.9
Single cable section cross-strand [ yax | 16 16 7% 16 16 25 16 16 25
MIN 2.5 2.9 Z:5 2.9 2.5 25 2 2.0 2.9
Cable section many cross-shares MAX | 10 10 16 10 10 16 10 10 16
EN60947-3-1 415 415 415 415 415 415 415 415 415
Categories AC23 20 35 63 20 35 63 20 35 63
Short-term rated(A)1/sec voltage 240 384 7156 240 384 756 240 384 796
Breaking capacity 0.5 0.5 1 0.5 0.5 1 0.5 0.5 1
|IP Rating 66 66 66 66 66 66 66 66 66
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